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Q.C.I. Pneumatic Actuators
for quarter-turn applications

Extra drive power—Scotch yoke with single-or double-piston drive provides
maximum starting torque at the actuator drive shaft.

Easy conversion to fail-safe—Retainer key design permits actuator end cap
to be replaced with spring capsule for fail-safe operation—without removing
the actuator from the line. Torque output is reduced...see Spring Return
Torque chart.

Fail-safe capsule—Spring is factory assembled into a locked capsule for safe,
simple installation and removal. O-ring seal prevents internal corrosion due
to moisture and other contaminants.

Weather-guard feature—Protects all fail-safe models against rain and snow
entering the capsule.

Mount in any position—Stem is located at the center bore of the power
piston for mounting horizontally, vertically, or at any angle.

Double-mounting pad—Top and bottom pads are identical for multi position
mounting. Top pad accepts wide variety of auxiliary equipment such as limit
switches, positioners, etc.

Manval override—Actuator drive shaft extends above the actuator—permits
90° turn for operation in the event of power failure. Manual declutch able
gearing may be required for larger models.

Mounting brackets and drive systems—Auvailable in a wide range of
configurations to match your specific requirements.

11 basic models— Air to open, air to close; air to open, spring to close; air to
close, spring to open ® 35 to 137,000 Ib-in. maximum starting torque * Choice
of double-acting or spring-return fail-safe models.

Options and Auxiliary Equipment

Position indicator switches—A wide range of mechanical, proximity,
hermetically sealed switches are available to handle all types of position
indication applications. Two, three or four-way cam actuated valves may be
mounted on actuators for pneumatic or fluidic circuits.,

Adjustable travel stops—For mechanically limiting travel of the actuator in
one direction only.

Positioner—Accepts an instrument air or electric signal and controls the shaft
position of the actuator.

Direction control valves—Actuator may be supplied with piped and mounted
direction control valves. These may have solenoid, manual, pilot, or fluidic
operators. The solenoid travel is available in various enclosures and coil
voltages.

Manual operation—For manual operation of Model R-450 and larger, and fail
-safe models, a declutch able gear train is required. On smaller models,
flatted shafts provide for easy wrench operation.

Air filters, regulators, lubricators—Individual items or combination units can
be furnished for mounting in air supply line to actuator. This equipment is
supplied loose for field installation unless otherwise specified.

Air speed control—Accurately regulates air to adjust speed of actuation.

Special coatings—For increased corrosion resistance. Specify applications
and requirements.

High-temperature preparation-Special seals, lubricants, etc., are available.
Consult Q.C.I.
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